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NOTES:

1. THE DETECTABLE WARNING SHALL VISUALLY CONTRAST 70% WTH ADJOINING SURFACES, EITHER LIGHT—ON
DARK OR DARK—QON-UGHT. THE MATERIAL USED SHALL BE AN INTEGRAL PART QF THE WALKING SURFACE.

2. THE DOMES MAY BE CONSTRUCTED IN A VARIETY OF METHODS, INCLUDING CAST—IN—PLACE

OR STAMPED OR IT MAY BE PART OF A PREFABRICATED SURFACE TREATMENT.

3. ONLY APFROVED DSA/AC DETECTAHLE WARNING PRODUCTS AND DIRECTIONAL SURFAGES SHALL BE

INSTALLED AS PROVIDED IN THE CALIFORNIA CODE OF REGULATIONS (CCR), TITLE 24, PART 1, ARTICLES

2, 3 AND 4. REFER TO CCR TITLE 24, PART 12, CHAPTER 12-11A AND B FOR BUILDING FACILITY

ACCESS SPECIFCATIONS FOR PRODUCT AFPROVAL FOR DETECTABLE WARNING PRODUCTS AND

DIRECTIONAL SURFACES.

4. DETECTABLE WARNING PRODUCTS AND DETECTABLE SURFACES SHALL BE EVALUATED BY AN INDEFENDANT

ENTITY, SELECTED BY THE DEPARTMENT OF GENERAL SERMCES, DIVISION OF THE STATE ARCHITECT-—ACCESS

COMPLIANCE FOR ALL QCCUPANCIES, INCLUDING TRANSFPORTATION AND OTHER QUTDOOR ENVIRONMENTS.

SEE GOVERNMENT CODE SECTION 4460,

REF. & REV. CITY OF FRESNO
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